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Energy Efficient.
Flexible Design Options. 

Four levels of customization: 

Level 1: Choose a standard unit right out of the catalog with black, white, or almond 
laminate finishes. 

Level 2: Upgrade finishes - Choose optional laminates, or stainless steel.   
  Choose a Caesarstone or Corian counter top.  

Level 3: Upgrade look and functionality by choosing from available add-ons and  
accessories. 

Level 4: We design to your specifications or manufacture your custom designed  fixture 
or layout. 

The R&D DiffeRence...4 LeveLs of cusTomizaTion 
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sanDwich PReP case

Standard Sandwich PreP caSe

Our standard sandwich prep case is available 
for glycol systems and features 3 refrigerated 
areas:

• Prep counter with cold pans
• Merchandising front
• Rear storage with sliding glass doors 

This case features remote refrigeration with 
a blower coild and solenoid valve system, all 
wired to standard refrigeration control. Self-
contained refrigeration is not available for this 
unit.  See Specifications on following pages for 
details.

Sandwich case with straight glass sneeze guard and optional 
finishes showing front merchandising area.

Convenient rear refrigeration makes this unit a stand-alone 
sandwich prep solution.

Standard case upgraded with optional laminate finish, Caesarstone counter and curved glass sneeze guard.
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Ideal for preparing and merchandising sand-
wiches, sushi, pizza or any cold packaged 
foods.

SPECIFICATIONS 

BASE CABINET CONSTRUCTION
• Unit features a merchandising front, prep counter 

and rear storage, which are all refrigerated.
• Front, end panels and all edges to consist of 3/4” 

plywood panels finished in high pressure plastic 
laminate.

• Frame to consist of square steel tubing  (Sneeze 
guard to be 1-1/4” round steel tubing).

• 1 row of protective 1” vinyl bumper.
• 7” high black toe-kick base.
• Optional 1-1/4” adjustable levelers provided at all  

4 corners (Unit must be leveled plumb at time of  
installation).

• Fixture is designed to NEC, UL and NSF standards.
• Warranty is one year parts and labor.

SHELVING
• Adjustable shelves and deck pans are easily 

removable.
• Full height shelf support pilasters with slotted holes 

on 1” centers for vertical shelf adjustments.
• 1 shelf in merchandising area and 1 shelf in storage 

area standard on all models (Extra shelves are 
optional).

• Brackets allow shelf to be adjusted to 3 different 
angles to increase visibility. 

• LED lights illuminate shelf area below and come with 
a separate on/off switch.

ELECTRICAL REQUIREMENTS
• Unit is pre-wired and furnished with a junction box 

for use on a dedicated 120V, 60Hz, 1 phase circuit.
• All units built in strict accordance with all applicable 

NEC, UL and NSF standards.

REFRIGERATION SYSTEM
• Remote refrigeration with blower coil and solenoid 

valve system all wired to standard refrigeration 
control.

• Digital readout thermometer provided to verify 
cabinet temperature is maintained between  
38º and 40ºF.

• Supplied with 1” drain  (Condensate evaporation 
pan is available to eliminate the need for plumbing 
hookup).

• Optional rear refrigerated storage has a blower 
coil with NSF certified coating, wire shelving, clear 
insulated sliding doors, incandescent lights and a 
thermometer.

• Low energy Axial fan supports merchandising and 
cold pan areas.

sanDwich PReP case sPecificaTions

L

Sandwich Prep case with ull curve sneeze guard upgrade.

Top View

Side View
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sanDwich PReP case sPecificaTions

Sandwich/Sushi/Pizza 
Prep Case

Dimensions 
(inches)

Number 
of 1/4 Size 
PrepPans

BTUH 
@20°F 
Evap

Volts Phase Amps
L D H

4’ 49 1/2 53 5/8 54 1/8 6 2600 120 1 4.5

6’ 73 1/2 53 5/8 54 1/8 9 3900 120 1 6

8’ 97 1/2 53 5/8 54 1/8 11 5200 120 1 7.5

STANDARD FEATURES
• Unit built with 14 gauge steel frame and finished in 

high pressure plastic laminate exterior (white, black 
or almond).   Optional colors available

• Interior to be powder coated steel and mirrored side 
panels. 

• Remote refrigeration with blower coil and solenoid 
valve system, all wired to standard refrigeration 
control (Self-contained not available).

• Refrigerated merchandising area includes led lighting 
and 1 adjustable steel shelf with ticket molding. 

• Prep area includes refrigerated 1/4 pans.
• Rear refrigerated storage includes clear sliding doors 

and one adjustable shelf.
• 1 row of protective vinyl bumper.
• Unit is pre-wired and furnished with a junction box 

for use on a dedicated 120/208V, 60Hz, 1 phase 
circuit.

• Built in accordance with NEC, UL and NSF standards.
• Contact factory for assorted finishes, pans, bar 

accessories and alternative configurations.
• Warranty is one year parts and labor.

OPTIONAL ACCESSORIES
• Night covers for food prep pans.
• Powder coated interior and sneeze guard.
• Curved or straight tempered glass sneeze guard.
• Countertop to be laminate, stainless steel, solid 

surface or quartz engineered stone.
• Assorted colors available for countertop, laminate, 

vinyl bumper and powder coat.
• Bar packages can provide inset pans, lids, tongs, 

ladles, serving spoons and salad dressing templates.
• Extra shelves.
• Wire or glass shelves in lieu of sheet metal.
• End panels have mirrored interior.
• Optional rear refrigerated storage includes clear 

sliding doors  (Mirrored or solid available).
• Product enhancing lights.
• End panels available in solid wood or glass.
• Available for glycol systems. 
• Cord set available in lieu of junction box. 

 

1

2

3

4

Shown with optional
curved glass sneeze guard.

Product 
Specifications Standard Options

1 Exterior 1 White, Black, Almond 
Laminate Other Finishes Available

2 Interior 2 Powder Coated Black Various Powder Coat Colors

3 Counter Top 3 White, Black, Almond 
Laminate

Other Laminate Colors  
Stainless Steel

Corian
CaesarStone

4 Sneeze Guard 4 Straight Glass 
Stainless Steel Posts

Curved Glass
Powder Coated Posts
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sanDwich  PReP case w/ foLD Down sneeze GuaRD 
sPecificaTions

SPECIFICATIONS / FEATURES 

CABINET AND CANOPY CONSTRUCTION
• Unit features refrigerated storage under cabinet with 

lighted shelving. 
• Stainless steel prep counter to include reversible 

cutting boards, 2 trash chutes with removable 1/3 
size pans and recessed shelf space.

• Front, end panels, and all edges to consist of 3/4” 
plywood panels finished in high pressure plastic 
laminate.

• Front glass on hydraulic lift system serving as pan 
cover and front sneeze guard. 

• Stainless steel canopy features glass end panels and 
T5 lighting with shatter shield and separate on/off 
switch.

• Hinged front panel allows easy access for cleaning 
and servicing electrical and plumbing components. 

• Cold prep area accommodates 18 1/4 size pans (Pans 
sold separate). 

• 3 rows of protective 1” vinyl bumper.
• 4” high black toe-kick base.
• Unit must be leveled plumb at time of installation.
• Fixture is designed to NEC, UL and NSF standards.
• Warranty is one year parts and labor.

REFRIGERATION SYSTEM
• Integrated self-contained refrigeration with blower 

coil system (All wired to standard refrigeration 
control accommodates rear and countertop areas).

• Digital readout thermometer provided to verify 
cabinet temperature is maintained between 38º and 
40ºF.

• Condensate evaporation pan eliminates the need for 
plumbing hookup.

• Rear refrigerated storage has a blower coil with NSF 
certified coating, wire shelving, clear insulated sliding 
doors, incandescent lights and thermometer.

ELECTRICAL REQUIREMENTS
• Unit is pre-wired and furnished with a junction box 

for use on a dedicated 120V, 60Hz, 1 phase circuit.
• All units built in strict accordance with all applicable 

NEC, UL and NSF standards.

The glass sneeze guard doubles as an 
insulated food pan cover - allowing 
product to be stored in the cold pans at 
night.
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Sandwich 
Prep Case

1/4 Size 
Prep 
Pans

Dimensions 
(inches) Volts Phase Amps

L D H
6’ 18 74 41 59 1/2 1600 120 20

Other sizes available.

• Solid or mirrored sliding doors available for rear 
refrigerated storage.

• End panels available in solid wood or glass.
• Available for glycol systems. 
• Cord set available in lieu of junction box.

L D

H

Trash Cut Out

(18) 1/4 Size Pans
4” deep

Top View

OPTIONAL ACCESSORIES
• Powder coated interior and sneeze guard.
• Countertop to be laminate, solid surface or quartz 

engineered stone.
• Assorted colors available for countertop, laminate, 

vinyl bumper and powder coat.
• Bar packages can provide inset pans, lids, tongs, 

ladles, serving spoons and salad dressing templates.
• LED lighting.
• Wire or glass shelves in lieu of sheet metal.
• Mirror interior end panels.

sanDwich  PReP case w/ foLD Down sneeze GuaRD 
sPecificaTions
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canoPy/sneeze GuaRD oPTions

Straight Service Glass 
Sneezeguard

Curved Service Glass 
Sneezeguard
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Service with Shelf and  
Front Lift-Up Glass

 
Standard: Lift-Up glass with (rotating) Caesar hinge
Option: Fixed glass front

Fold Down Sneeze Guard

Serves as sneeze guard in “up”  
position and as insulated food 
pan cover in “down” position.

canoPy/sneeze GuaRD oPTions
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SECTION A-A

FEATURE MATERIAL/COLOR/FINISH/GRAIN NOTES
COUNTER TOP CEASAR STONE "ABSOLUTE NOIR"
EXTERIOR GRAPHITE FORMICA #837 MATTE FINISH
CANOPY TILT IN GLASS STAINLESS STEEL POSTS
DOORS N/A
LOUVERS N/A
ACCENT STRIP N/A
BUMPER N/A
CABINET INTERIOR BLACK
DISPLAY INTERIOR N/A
BASE BLACK
RECESS BLACK LAMINATE
REFRIGERATED DRAWERS STAINLESS STEEL

FINISHES

QNTY ITEM DESCRIPTION MANUFACTURER MODEL # VOLTAGE AMPS EA. AMPS TOT.
1 HOT PLATE HATCO GRSBF-36-S 120 7.92 7.92
1 REFRIGERATED DRAWERS RANDELL 20065R 120 3 3
1 COLD PAN CONTROL DIXEL   - 120 1

10.92TOTAL AMPS REQ. 120V-60Hz-1Ph:

ELECTRICAL REQUIREMENTS

QNTY TYPE MANUFACTURER MODEL # BTU'S EA. EVAP TEMP REF. TYPE/ OZ.
1 REMOTE REFRIG. DRAWER RANDELL 20065R 823 +20° 404-A
1 COLD PAN (COPPERED) R&D FIXTURES N/A 800 +15° 404-A

REFRIGERATION SPECS

REQUIREMENTS:
GENERAL___________________________________________________________________________________________________________
ALL RAW WOOD MUST BE TOTALLY ENCAPSULATED.  THIS INCLUDES ALL BREAKS OR STAPLE HOLES IN MELAMINE LINER.
 WASHER HEAD OR PAN HEAD SCREW ARE THE ONLY SCREW TYPE THAT ARE ALLOWABLE IN WOOD.  
NO STAPLES, POP RIVETS, OR FLUSH SCREWS UNLESS THEY ARE COMPLETELY CONCEALED BY LAMINATE.
 ONLY PHILLIPS AND FLAT SCREWS ARE ACCEPTABLE.  NO SQUARE, STAR, OR ALLEN HEAD SCREWS.
 NO MORE THAT 2.5 THREADS OR 1/4" (WHICHEVER IS LESS) CAN BE VISIBLE ON ANY SCREW OR BOLT THROUGHOUT.
 ALL HOLES THAT ARE PROVIDED IN METAL MUST HAVE A SCREW TO FILL VOID (DO NOT SKIP SCREW HOLES).
 SET SCREW IN FOOT TO BE REPLACED WITH SELF TAPPING METAL SCREW TO ELIMINATE THREADS.
 CANOPY BRACKETS MUST BE PUSHED UP TIGHT TO CANOPY SIDES & GAP MUST BE SILICONED, OR 2” AWAY FROM WALLS.
 WHEN POSSIBLE, UNIT SHOULD BE ASSEMBLED WHERE COMPONENTS ARE EASILY REMOVABLE. 
IF KEY HOLES ARE PRESENT, DO NOT WELD COMPONENT IN PLACE.
 
METAL/FINISHING_________________________________________________________________________________________
DEBURR AND ROUND OFF ALL SHARP EDGES AND RADIUS ALL CORNERS ON ALL METAL.
 GROUND ALL WELDS SMOOTH.
 ALL TUBING MUST BE CLOSED AT BOTH ENDS.
 
WOOD/LAMINATE__________________________________________________________________________________________
RECESS TO BE ASSEMBLED IN A WAY THAT COMPLETELY ELIMINATES ANY RAW WOOD OR STAPLES.
 ALL HOLES MUST BE LAMINATED EXCEPT NAPKIN, SOUP, HOT OR COLD WELLS.

BUILD TO MEET NSF AND UL STANDARDS

 
FINAL______________________________________________________________________________________________________
GLASS HINGE NEEDS A SHORTER SCREW SO THAT NO THREADS ARE SHOWING.
SILICONE ALL GAPS THROUGHOUT BAR.  BE SURE TO INCLUDE:
   ALL METAL PARTS WHERE WELDS ARE INCOMPLETE 
   EDGES OF CORNER GUARDS
   GAP IN GLASS HINGES
   ALL GAPS IN FOOT (ALL 4 SIDES)
   GAPS PRESENT AROUND EDGE OF BUMPER 
   GAP WHERE TWO PIECES OF BUMPER MEET
   GAP AROUND HOT WELL GASKET
GAP IN CORNER GLASS MUST BE FILLED WITH ROPE GASKET AND SEALED WITH SILICONE.
 ALL GLASS OR PLEXI TRACK MUST HAVE 1” CLEAN OUTS ON EACH END.
 DOOR CLOSERS MUST BE MOUNTED TO LAMINATED WOOD OR STAINLESS STEEL BRACKETS.
 
ELECTRICAL_ALL ELECTRICAL COMPONENTS MUST BE UL LISTED OR UL RECOGNIZED____________________
ALL WIRING MUST BE POSITIVELY ROUTED AND 6" AWAY FROM LOUVERS.
ALL WIRING MUST BE SJ. AND ALL LOOSE WIRES MUST BE ENCLOSED IN FLEX CONDUIT.
LIGHTS, HEAT STRIPS, AND OTHER CANOPY FIXTURES MUST BE 2” AWAY FROM WALLS.
 ALL CONTROLS, SWITCHES, RECEPS, AND LOAD CENTERS MUST BE MOUNTED TO LAMINATED WOOD OR STAINLESS STEEL BRACKETS.
 LIQUID TIGHT MUST BE USED FOR CONDUIT EXCEPT IN THE BASE WHERE METAL FLEX IS ACCEPTABLE.
 ALL HOLES FOR ELECTRICAL PATHWAYS MUST HAVE A GROMMET AND BE SEALED WITH SILICONE.
 IF METAL TUBING HAS ANY ELECTRICAL WIRING, THERE CAN BE NO SCREWS, POP RIVETS, OR ANY FASTENERS PUT INTO THE TUBING.  NO EXCEPTIONS!!
 LOAD CENTERS MUST BE MOUNTED LESS THAN 6” FROM THE COUTERTOP EDGE AND BEHIND A NON LOADING, HINGED DOOR FOR EASY ACCESS.
LOAD CENTERS MUST BE PARALLEL TO THE OPENING (DO NOT TURN).
 ALL RECEP BOXES MUST BE MOUNTED SO RECEP IS NOT POINTING UP.
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SERVER COPY

A

A

2 13/16"
146 3/4"

143 3/4"

35 5/8"

2 11/16"

46 7/16"

113 3/4"

3"

34"
37"

11 1/2"

21 1/16"

36"

52 3/4"

3" TYP

49"
20"

37 1/2"

25 1/2"

10"
32 5/8"

33 1/2"

33 1/16"

7/16"

33 1/2"

33 1/16"

33 1/2"

13"13"

33 1/16" 33 1/16"

13" 13"

10"
32 5/8"

36" HOT PLATE

CEASAR STONE
"ABSOLUTE NOIR"

RECESS AREA

1/4" TEMPERED TILT GLASS

S/S POSTS

GRAPHITE FORMICA

HOT PLATE CONTROL

BLACK OPEN SHELVING AREA

(4) S/S REFRIGERATED DRAWERS HOLDING
(2) FULL SIZE PANS EACH

(REMOTELY REFRIGERATED)
RANDELL MODEL# 20065R

(16) 1/6 SIZE PANS
(REMOTELY REFRIGERATED)

GRAPHITE FORMICA

REFRIGERATION CONTROLS
& CONNECTION

STAINLESS STEEL CANOPY

 nal product may vary.
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12’ CHEF STATION

BLACK LAMINATE 

STAINLESS STEEL 
SNEEZEGUARD WITH 
TILT GLASS

BACK VIEW

42” HOT PLATE

(14) 1/6 SIZE PANS WITH AIR UNDER 
REMOTE REFRIGERATION

CAESARTSTONE 
“ABSOLUTE NOIR”  6100
COUNTERTOP

(4) S/S REFRIGERATED DRAWERS 
HOLDING (2) FULL SIZE PANS EACH 
(REMOTELY REFRIGERATED

CAESARSTONE 
COUNTER TOP

(4) STAINLESS STEEL REFRIGERATED DRAWERS 
HOLDING (2) FULL SIZE PANS EACH 
(REMOTE REFRIGERATION)

SECTION A-A

FEATURE MATERIAL/COLOR/FINISH/GRAIN NOTES
COUNTER TOP CEASAR STONE "ABSOLUTE NOIR"
EXTERIOR GRAPHITE FORMICA #837 MATTE FINISH
CANOPY TILT IN GLASS STAINLESS STEEL POSTS
DOORS N/A
LOUVERS N/A
ACCENT STRIP N/A
BUMPER N/A
CABINET INTERIOR BLACK
DISPLAY INTERIOR N/A
BASE BLACK
RECESS BLACK LAMINATE
REFRIGERATED DRAWERS STAINLESS STEEL

FINISHES

QNTY ITEM DESCRIPTION MANUFACTURER MODEL # VOLTAGE AMPS EA. AMPS TOT.
1 HOT PLATE HATCO GRSBF-36-S 120 7.92 7.92
1 REFRIGERATED DRAWERS RANDELL 20065R 120 3 3
1 COLD PAN CONTROL DIXEL   - 120 1

10.92TOTAL AMPS REQ. 120V-60Hz-1Ph:

ELECTRICAL REQUIREMENTS

QNTY TYPE MANUFACTURER MODEL # BTU'S EA. EVAP TEMP REF. TYPE/ OZ.
1 REMOTE REFRIG. DRAWER RANDELL 20065R 823 +20° 404-A
1 COLD PAN (COPPERED) R&D FIXTURES N/A 800 +15° 404-A

REFRIGERATION SPECS

REQUIREMENTS:
GENERAL___________________________________________________________________________________________________________
ALL RAW WOOD MUST BE TOTALLY ENCAPSULATED.  THIS INCLUDES ALL BREAKS OR STAPLE HOLES IN MELAMINE LINER.
 WASHER HEAD OR PAN HEAD SCREW ARE THE ONLY SCREW TYPE THAT ARE ALLOWABLE IN WOOD.  
NO STAPLES, POP RIVETS, OR FLUSH SCREWS UNLESS THEY ARE COMPLETELY CONCEALED BY LAMINATE.
 ONLY PHILLIPS AND FLAT SCREWS ARE ACCEPTABLE.  NO SQUARE, STAR, OR ALLEN HEAD SCREWS.
 NO MORE THAT 2.5 THREADS OR 1/4" (WHICHEVER IS LESS) CAN BE VISIBLE ON ANY SCREW OR BOLT THROUGHOUT.
 ALL HOLES THAT ARE PROVIDED IN METAL MUST HAVE A SCREW TO FILL VOID (DO NOT SKIP SCREW HOLES).
 SET SCREW IN FOOT TO BE REPLACED WITH SELF TAPPING METAL SCREW TO ELIMINATE THREADS.
 CANOPY BRACKETS MUST BE PUSHED UP TIGHT TO CANOPY SIDES & GAP MUST BE SILICONED, OR 2” AWAY FROM WALLS.
 WHEN POSSIBLE, UNIT SHOULD BE ASSEMBLED WHERE COMPONENTS ARE EASILY REMOVABLE. 
IF KEY HOLES ARE PRESENT, DO NOT WELD COMPONENT IN PLACE.
 
METAL/FINISHING_________________________________________________________________________________________
DEBURR AND ROUND OFF ALL SHARP EDGES AND RADIUS ALL CORNERS ON ALL METAL.
 GROUND ALL WELDS SMOOTH.
 ALL TUBING MUST BE CLOSED AT BOTH ENDS.
 
WOOD/LAMINATE__________________________________________________________________________________________
RECESS TO BE ASSEMBLED IN A WAY THAT COMPLETELY ELIMINATES ANY RAW WOOD OR STAPLES.
 ALL HOLES MUST BE LAMINATED EXCEPT NAPKIN, SOUP, HOT OR COLD WELLS.

BUILD TO MEET NSF AND UL STANDARDS

 
FINAL______________________________________________________________________________________________________
GLASS HINGE NEEDS A SHORTER SCREW SO THAT NO THREADS ARE SHOWING.
SILICONE ALL GAPS THROUGHOUT BAR.  BE SURE TO INCLUDE:
   ALL METAL PARTS WHERE WELDS ARE INCOMPLETE 
   EDGES OF CORNER GUARDS
   GAP IN GLASS HINGES
   ALL GAPS IN FOOT (ALL 4 SIDES)
   GAPS PRESENT AROUND EDGE OF BUMPER 
   GAP WHERE TWO PIECES OF BUMPER MEET
   GAP AROUND HOT WELL GASKET
GAP IN CORNER GLASS MUST BE FILLED WITH ROPE GASKET AND SEALED WITH SILICONE.
 ALL GLASS OR PLEXI TRACK MUST HAVE 1” CLEAN OUTS ON EACH END.
 DOOR CLOSERS MUST BE MOUNTED TO LAMINATED WOOD OR STAINLESS STEEL BRACKETS.
 
ELECTRICAL_ALL ELECTRICAL COMPONENTS MUST BE UL LISTED OR UL RECOGNIZED____________________
ALL WIRING MUST BE POSITIVELY ROUTED AND 6" AWAY FROM LOUVERS.
ALL WIRING MUST BE SJ. AND ALL LOOSE WIRES MUST BE ENCLOSED IN FLEX CONDUIT.
LIGHTS, HEAT STRIPS, AND OTHER CANOPY FIXTURES MUST BE 2” AWAY FROM WALLS.
 ALL CONTROLS, SWITCHES, RECEPS, AND LOAD CENTERS MUST BE MOUNTED TO LAMINATED WOOD OR STAINLESS STEEL BRACKETS.
 LIQUID TIGHT MUST BE USED FOR CONDUIT EXCEPT IN THE BASE WHERE METAL FLEX IS ACCEPTABLE.
 ALL HOLES FOR ELECTRICAL PATHWAYS MUST HAVE A GROMMET AND BE SEALED WITH SILICONE.
 IF METAL TUBING HAS ANY ELECTRICAL WIRING, THERE CAN BE NO SCREWS, POP RIVETS, OR ANY FASTENERS PUT INTO THE TUBING.  NO EXCEPTIONS!!
 LOAD CENTERS MUST BE MOUNTED LESS THAN 6” FROM THE COUTERTOP EDGE AND BEHIND A NON LOADING, HINGED DOOR FOR EASY ACCESS.
LOAD CENTERS MUST BE PARALLEL TO THE OPENING (DO NOT TURN).
 ALL RECEP BOXES MUST BE MOUNTED SO RECEP IS NOT POINTING UP.
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35 5/8"

2 11/16"

46 7/16"

113 3/4"

3"

34"
37"

11 1/2"

21 1/16"

36"

52 3/4"

3" TYP

49"
20"

37 1/2"

25 1/2"

10"
32 5/8"

33 1/2"

33 1/16"

7/16"

33 1/2"

33 1/16"

33 1/2"

13"13"

33 1/16" 33 1/16"

13" 13"

10"
32 5/8"

36" HOT PLATE
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RECESS AREA

1/4" TEMPERED TILT GLASS

S/S POSTS

GRAPHITE FORMICA

HOT PLATE CONTROL

BLACK OPEN SHELVING AREA

(4) S/S REFRIGERATED DRAWERS HOLDING
(2) FULL SIZE PANS EACH

(REMOTELY REFRIGERATED)
RANDELL MODEL# 20065R

(16) 1/6 SIZE PANS
(REMOTELY REFRIGERATED)

GRAPHITE FORMICA

REFRIGERATION CONTROLS
& CONNECTION

STAINLESS STEEL CANOPY

3"

34"
37"

11 1/2"

21 1/16"

36"

52 3/4"

3" TYP

cusTom chef sTaTion



Based on operating conditions of 77°F and 55% relative humidity. Due to continuous improvements, specifications subject to change without notice.

R&D Fixtures
490 Industrial Drive
Mt. Juliet, TN 37122 
(888) 827-6820    •    Fax (615) 758-1006     •    www.rdfixtures.com     •   sales@rdfixtures.com       Rev. 09.2011     Printed in U.S.A.

Built to meet the following regulatory specifications.
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490 Industrial Drive
Mt. Juliet, TN 37209

Office: 616-758-1000
Fax: 615-758-1006

www.rdfixtures.com


